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g £1% @100% stroke
EEEE < 0.05% @ 100% stroke
/Jrrﬂu Borosrlrcate glass, PTFE, PFA, CTFE or ceramic
B8 2.6 Ibs. (1.2 kg.)
RoHs Yes
wn 22 Ibf. 9.98 kgf)
e
BE 24VvDC
Chol 1.5 amprhaximum
EET%%%D%EEJJ ‘5
Ealsme 125puLto125mL |
rEfsEH Glass barrel, PTFE or PFA insert, stainless steel or aluminum plunger with PTFE coatmg,
PTFE or UHMW-PE plunger tip

%F‘? Selectable 3,000 steps (standard) /24, OOO steps (hrgh)
P59 R5IKED Stepper motor driven lead screw and optical encoder
r—‘;&ﬁrﬁ 'SOmm
TgmEE 0 1 second to 20 minute stroke
HEFOBR R
r‘rﬂ%@]ﬁrﬁ """"""" 250 msper120° rotatlon """"""
rﬁ%lZz’;}J Stepper motor wrth optrcal encoder feedback
It " - 28
rﬁMﬂ CTFE PTFE or ceramic
;‘ﬁﬂéé@ Ceramic: 0.060" (1. 524 mm) PTFE: 0.059" '(1.498 mrh)”unless otherwise noted
B
sy RS-232, RS-485, or CAN
. Termmarlehd”srtendard """"""
weE 9600 or 38'4007@757 232 or RS- 485);, 100,000 or 125000 CAN)
ez 8 VVVVVVVVVVVVVVVVVVVVVVV
BRI None
BUT fHalfduplex =3 = L AN A
HERE Up to 16 individual pumps

"""""" Ramps, cutoff velocity, backlash compensation, syringe speeds, loops, on-the-fly speed Hamilton PSD/4: 545N A S B A= —kE |
AmiESaE changes, terminate moves and delays, error detection, valve rotation selection, enhanced

“h” factor capabilities including valve rotation CW and CCW

MEEGERE. SiErfEdE, BEEFT
SR FR BRI

BERE N 59° F (15° C) to 104° F (25° C) N N N N SRETEESRIRIE , BIEDR. EED
BRIEEE 20% to 95% relative humrdrty, non- condensrng

BFrieE -4° F (-20° C) to 150° F (65° C) WANFEIRROINRE, IRERESTE |, MRS
EreE 20% to 95% relative humidity, non-condensing
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1.400" (35.56 mm) i —
| 0.19" (4.83 mm) —== 4.20"
o (106.68 mm)
— e &; a o —
oE Llrj l
OREC .
y (105.92 mm) |
2 X Mounting Holes s |
Threads: #6 - 32 UNC-2B d ] | .
Hole Depth: 0.40 minimum ’ 4.400" (111.76 mm)
3.170" " i
(80518 mm) | 5-000" (127 mm) : |
} ! . — ]
£ —
0.410" (10.414 mm) —_— 4 X Mounting Hofes (Both Sides) .~ g f "
Threads: M3 X 0.5 - 6H - I Y A
1.350" (34.29 mm) - —— (.200" (5.08 mm) Hole Depth: 0.25 minimum (31.24 mm)
== 0.200" (5.08 mm)
1.750" (44.45 mm) —= = 0.603" (15.316 mm) —=— .
HH DGR
2 X Mounting Holes
Threads: M3 X0.5-6H ',
Hole Depth: 0.25 minimum
4 X Mounting Holes (Top and Bottom)
Threads: M3 X 0.5 -6H
l Hole Depth: 0.25 minimum .
2 X Jack Screws

Threadss: #4— 40 UNC-28

Communication and
Power Connection

Type: Male DB15
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PSD/4 SEETHERE FAFPSD/4 30mmiF&HHE
Description Part No Volume UHMW-PE Part No. PTFE Part No.
Sbr Precision 54848-01 et LA ASD
Syringes Pump
e S = 25 L 8250-15 549515
Starter kit containing SO WA G ettt
CD, Demo Communication 64316-PSD4 50 L 8250-20 5495-20
Cable, and Power Supply 100 L 8050-00 5495-00
125l 8250-25 5495-25
250 ul 8250-30 5495-30
500 uL 8250-35 5495-35
1 mL 8250-37 5495-38
1.25 mL 8250-40 5495-40
2.5 mL 8250-45** 5495-45*
5 mL 8250-507* 5495-50"
12.5 mL N/A 5495-55*
“Not compatible with 57252-01, 58889-01, 8778-01, 7992-01 and 7993-01.
**Not compatible with 7992-01 and 7993-01. Use valve 59943-01 as a substitute for 7993-01,
J
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Fluid Logic: Y-Valve
Valve Description:

“Y” Flow Path

Two ports, plus

syringe port

Ceramic Part No.:
8778-01

PTFE/CTFE Part No.:
57252-01

Fluid Logic: 4-2
Valve Description:
90° Flow Path

Three ports, plus
syringe port
Ceramic Part No.:
9234-01

*Vaives 9537-01 and 58889-01 have a 0.060" (1.524 mm) fluid path diameter.
All tubing connections are compatible with 74" x 28 flanged or flangeless fittings.

Fluid Logic: Y-Block
Valve Description:
Static non-switching
Y-block

PTFE/CTFE Part No.:

9537-01*

=
Fluid Logic: 4-5
Valve Description:
Distribution Flow Path
Four ports plus
syringe port
Ceramic Part No.:
7992-01

Select valves are available in 200 — 400 psi upon request.
All valve housings are aluminum. Stainless steel housings are available as a custom option.
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Fluid Logic: 3-2
Valve Description:
90° Flow Path

Two ports, plus
syringe port
Ceramic Part No.:
8063-01
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Fluid Logic: 6-5
Valve Description:
Distribution Flow Path
Six ports plus

syringe port
Ceramic Part No.:
9998-01

Fluid Logic: 3-3
Valve Description:
“T” Flow Path

Two ports, plus
syringe port

PTFE/CTFE Part No.:

58889-01*
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Fluid Logic: 8-5
Valve Description:
Distribution Flow Path
Eight ports plus
syringe port
Ceramic Part No.:
7993-01, 59943-01

Fluid Logic: 3-5
Valve Description:
Distribution Flow Path
Three ports, plus
syringe port
Ceramic Part No.:
7991-01



